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La nostra azienda opera da circa 30 anni nel campo dell'edilizia, in
particolare realizziamo oggi strutture in alluminio, serramenti alluminio

pvc legno, rivestimenti, facciate continue e ventilate. _ o
Www.sapsistemi.it
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SAP srl propone I'impiego di
pannelli compositi in Alluminio,
Marmo Alleggerito, Cotto e
Ceramiche in alternativa
all'utilizzo del vetro.

In questo campo ci siamo

impegnati nella progettazione di

idonei sistemi compositi o
preformati a seconda delle
esigenze architettoniche e

progettuali. L'obiettivo raggiunto
con queste tipologie di sistemi &

stato:

realizzazione di rivestimenti
duraturi nel tempo, grazie ai
materiali utilizzati;

facilita della messa in opera,
per consentire tempi di
realizzazione rapidi e
predeterminabili;

singola smontabilita dei diversi
moduli, che permette un facile
intervento in caso di varianti
richieste successivamente alla
messa in opera.

L'esperienza maturata
nell'esecuzione di opere di
grande qualita e prestigio
consente alla SAP Srl di
esaminare e sviluppare in ogni

dettaglio qualsiasi progetto e di

darne esecuzione nel rispetto
delle normative vigenti.

Ventilated Facades

Aluminium ventilated facades
for buildings whose

outward appearance does not
allow recognition of
ventilated parts positioned in
the walling from the
transparent fixed or opening
parts. The structure corr
responding to the fixed or
opening parts is thermally
isolated, while the ventilated
part corresponding to

the walling is mounted in a
single sheet structure

which is not isolated and which
has been tempered

and lacquered.

Alucobond

Alucobond é un pannello composito
costituito da due lamiere in lega di
Alluminio PERALUMAN-100, EN
AW-5005 (AIMg1), H 42, in conformita a
EN 485-2 e da un nucleo in materiale
temoplastico o minerale ad alta densita
accoppiati con procedimento di
fabbricazione in continuo che ne
consente il taglio in misura.

[l pannello composito & esente da
fenomeni di delaminazione, di ondulosita
superficiale (non ha tensioni interne), é
eccezionalmente rigido a flessione,
resistente agli urti ed alla pressione.

Il rivestimento ventilato ALUCOBOND
contribuisce notevolmente
all'abbattimento acustico. Ad esempio,
rispetto ad una parete in cemento
alleggerito, I'abbattimento acustico viene
raddoppiato.

Resistenza alle esursioni termiche: da
-50° C a +80° C.

E' possibile scegliere il colore della
verniciatura tra una vasta gamma di
colori a cartella metallizzati e non,
oppure richiedere espressamente
qualunque tipo di colore. Il procedimento
di verniciatura & controllato in tutte le
sue fasi. Il prodotto finito & sottoposto a
test in conformita alla Normativa ECCA
(European Coil Coating Association).

Alucobond

ALUCOBOND is a composite panel
consisting of two aluminium cover
sheets in Peraluman-100, EN AW-5005
(AIMg1) in accordance with EN 485-2
and a plastic or high-mineral filled core.
ALUCOBOND is produced with various
core thicknesses in a continuous
process enabling the cutting of the
panels to size. The panels are coil
coated with a Fluorocarbon (e.g. PVDF)
lacquer system and supplied with a
protective peel-off foil.

Advantages

* Non-inflammable = no restrictions on
design and construction. No toxic fumes.
« Light weight, high rigidity, flat surface
= low cost for supporting structures and
fasteners

« Surfaces in many standard and
supplementary colours. Special colours
upon request.

» Weather-resistent = ready-to-install
 Easiliy folded and shaped = easy
finishing with conventional woodworking
tools.

» Large panel sizes, fast installation =
short construction times, definite
deadlines, low cost

* Recyclable, return of waste material
into the material cycle = environmentally
friendly
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Spatial reticular structures are
extremely interesting as they are
based on the principle of versati-
lity and the modular characteri-
stic of the joints and rods which
form it: these are built to measu-
re and can be in steel or alumi-
nium of various lengths and di-
mensions; standard joints have
18 holes to allow the insertion of
the rods, with varying inclina-
tions permitting a wide range of
creativity.

Dynamism in the use of space, a
wide range of colours offer an

exciting and up to date alternati-

ve for the fitting out of fairs, con-
gresses, stands, sports structu-
res, shopping centres, industrial
and civilian buildings.

The quality of the materials, in
naturally oxidised aluminium,
electro-colouration or lacquered
in the various RAL colours
(lightness, manageability, no
maintenance required), are
added to the technical principle
of modularity of the structures
which can be mounted and di-
smounted easily and quickly,
they can be re-used for different
solutions and adapted to all pos-
sible amplification. .

Strutture Reticolari

La struttura reticolare spaziale e
di estremo interesse in quanto
basata sul principio della versa-
tilita e della modularita dei nodi
e delle aste che la compongono:
le stesse che vengon o costruite
SuU misura, possono esserein ac-
ciaio o in alluminio, di diversi
diametri e lunghezze.

Le caratteristiche qualitative dei
materiali in alluminio ossidato
naturale, elettrocolore o verni-
ciati in  vari  colori —RAL
(leggerezza, maneggevolezza,
mancanza di manutenzione), Si
sommano ai principi tecnici di
modularita delle strutture che,
essendo il montaggio e smontag-
gio estremamente facile e
veloce, sono sempre riutilizzabili
per impieghi diversi tra loro.

| nodi standard presentano 18
fori‘per consentire I'inserimento
delle aste, con inclinazioni di-
verse permettendo cosi di realiz-
zare molteplici combinazioni.

Servizi

Le nostre facciate e i nostri pro-
dotti vengono progettati con sof-
tware CAD.

In questo modo tutti i particolari
costruttivi sono dettagliatamente
a disposizione per ulteriori svi-
luppi e per soluzioni particolari.
Studio e formulazione di offerte
mirate ad interpretare e risolve-
re, nella loro globalita, i piu
complessi interventi nel campo
della ristrutturazione, trasforma-
zione o realizzazione “ex-novo”.
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Services

Our facades and products are
projected by CAD software.

In this way every constructive
particular can be modified when
you want.

We study and formulate offers
for any kind of customers to
satisfy their requests.

We develop projects to install in
the best way our products,
trough most modern tools.





